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Set up the Tablet booth. Place according to your site-specific Blue Binder or Layout
Card. Each one must be set up for maximum privacy.
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Remove Velcro strap Open the left side Pull up on the
that holds the sides all the way then the spring locking
in place. right side. mechanism to

release the
bottom panel.

\

Lift the bottom up Pull spring bolt back

until it touches the and release so that Assembled booth
bottoms of the left the pinis securein
and right side. the housing in the

leg of the booth.

Do not place anything under the booths.
Underneath is to remain clear for accessibility




Setting Up Accessible Tablet and Printer

A Once your booth is set up and in place, set up
the Tablet and Printer

A Place the Tablet case either on the
floor or on a table (whichever is easiest and
comfortable for you to lift the

machine) Handle for lifting

Headphones

ATl Unit

A Unzip the case, (the Tablet is to be packed
facing down) remove the headphones and ATI

. P

A Grasp the handle on the back side of the
tablet and the bottom of the tablet to lift out

A Lift the machine out and remove the
protective foam casing from around the
touchscreen

A Place foam back in the carry case




A The power cord is wrapped up and placed
between the monitor and the stand

Power Cord

Printer and ATI Cables

[F—

A The ATI cable and printer cable are attached to
the Tablet

A Place the Tablet on the Tablet booth

A The empty Tablet case is not to be stored under any booth.

Place the printer case either on the floor or on a table (whichever is easiest and
comfortable for you to lift.

H

A

A
A Lift the printer out and place it next to the Tablet

A Tablet printers will come preloaded with ballot
paper




A Tablet, printer, headphones, and ATI cords are all
shape/color coded for easy set up.

Connecting the Tablet, Printer and Accessible Controller.

The Tablet power cord is marked with an Orange square D Plug the end with

the orange square into the back of the Tablet and the otherendinto the
surge protector provided.

The cord with the Green square B connects the Tablet to the printer. This is already

attached to the Tablet. Plug the end with the green square into the back of the printer
matching the green square with the green square.

The cord with the Blue Circle. is the printer power cord. Connect the end with the



Blue Circle to the back of the printer, matching the blue circle with the blue circle. Plug
the other end into the surge protector provided.

The cordwiththeYellow triangle connects the Tablet to ATl device (accessible
controller). This cord is already attached to the Tablet. Ensure the end with the yellow
triangle is securely attached to the ATl controller.

A Place the headphones and ATl unit directly behind the Tablet, easily accessible
when needed

A The empty printer case is NOT to be stored under any booth

To meet ADA requirements, the printer should not
be placed back farther than 6 inches from the front

edge of the booth




Opening the Polls on the Tablet

Each Vote Center will be issued 2 Poll Worker card. The Poll Worker Card can be found
inside red-striped envelope.

The Poll Worker Activation card should be kept on the Lead’ or Tablet Clerk’s lanyard at
all times. Do not leave the card unattended.

Once the Tablet is set up and plugged in it will power up and the polls will be OPEN. If it
does not, STOP and call the hotline 454-3081.

To be ready for the first voter:

finsert the Poll Worker card into the slot in the front of the Tablet.

fSelect LOG IN tab to left.

fEnter the Administrator login PIN
(Your Lead will have the Admin PIN)

fISelect “Login”

Verify that the date and time are correct




OPEN

Check to be sure:

A “AVS Controller” and “Manual Session Activation” boxes
are checked. If not, tap to check the box

A Verify the Public Counter reads “0”. If not zero, call the
Hotline 454-3081



